PLAN NOTES — REQUIRED [CIP] COTA— BUS SHELTERS/PADS

The contractor shall notify Senior Service Planner of COTA @ ph— (614) 308—4373 or
fax— (614) 275-5933 a minimum of two weeks prior to the required removal of a bus
shelter. COTA will disassemble the shelter and then reinstall it once the new concrete
slab is in place. Contractor shall construct the slab as directed by the plans or other
contract documents. All concrete slab work shall be paid as per item special, remove
and replace bus shelter slab, with the contract unit price per each. This pay item shall
include all excavation and removal work, expansion joint material, item 608 — 6"
concrete walk, and any other work as required or directed by the engineer.

REFERENCE SPECIFICATIONS

The City of Columbus Construction and Materials Specifications (CMSC), 2018 edition,
including all revisions and supplements in effect at the time of signature by the Director
of Public Service, shall govern all construction items that are a part of this plan unless
noted otherwise.

PERMITS

When excavating within Columbus Public Right of Way limits, the contractor shall obtain
an excavation permit from City of Columbus, Department of Public Service— Permit Office
between the hours of 7:30 AM and 4:00 PM Monday through Friday. Phone (614)
645-7497; fax: (614) 645—1876;

Email: colspermits@columbus.gov

GAS SERVICE VALVES ADJUSTED TO GRADE

The contractor shall contact Columbia Gas (614) 460—2244 to coordinate the adjustment
of gas service valves.

COLUMBIA GAS DAMAGE PREVENTION CENTER

For information concerning Columbia Gas lines or equipment, or if damage occurs to gas
lines or equipment, the contractor can call the Columbia Gas Damage Prevention Center

@ (614) 280—-7372 or toll free @ (866) 632—6243.

UTILITIES

The identity and location of existing underground utilities located in and around the
construction area have been shown and labeled on the plans by using information
provided by the respective utility owners. The City of Columbus or the consulting engineer
will not assume responsibility for the accuracy of location or depth of existing
underground utilities as shown on the plan.

NEW PIPE CONNECTION TO AN EXISTING SEWER STRUCTURE

Where the plans provide for new pipe to be connected to an existing sewer/structure,
the contractor shall be responsible for creating an opening at the proper size, alignment,
and elevation for the connection. The opening shall be made large enough to receive and

Support and protection of all utilities and appurtenances shall be the responsibility of the join the proposed pipe per CMSC item 604.

contractor. Costs for the repair and restoration of existing utilities damaged by the
contractor shall be the responsibility of the contractor. The City of Columbus utilities will
only locate and mark main line facilities. The contractor is responsible for locating all
service lateral and lines. Costs associated with the above work and responsibilities shall
be included in the price bid for various items.

No direct payment shall be made. All costs associated with this work shall be included in
the unit price for item 901—_ pipe with type _ bedding.

CONTINGENCY QUANTITIES

The contractor shall not order materials or perform work shown , labeled, or listed as
"contingency’ or referenced by plan note to be used ’'as directed by the engineer,” unless
authorized by the engineer, or a representative of the City of Columbus, Division of
Design and Construction.

Prior to excavation, the contractor shall give a 48—hour notice to the Ohio Utilities
Protection Service (OUPS) by calling (800) 362—2764. A 48—hour notice shall be given
to the owners of underground utilities shown on the plans who are not members of a
registered underground protection service.

CONCRETE WALKS

All existing concrete sidewalks being replaced with new concrete sidewalks shall be
removed at an existing joint and replaced per standard drawing 2300. Install expansion
joint where new concrete adjoins existing sidewalk.

Listed below are utility companies that have facilities located within the work limits of
this project and subscribe to OUPS.

bbbk CONSULTANT: PLEASE LIST THE NAMES, ADDRESSES, AND PHONE NUMBERS OF
THE UTILITY COMPANIES WITH FACILITIES LOCATED WITHIN THE WORK LIMITS OF THIS

PROJECT AND SUBSCRIBE TO OUPS *¥¥¥¥xxxkk All existing concrete sidewalks not scheduled for replacement but being crossed by the

installation of traffic items, electrical conduit, piping, etc. shall be fully removed at an
existing joint and replaced per standard drawing 2300 unless noted otherwise.

Payment shall be included in the price bid for item 608— concrete walk.

"AS PER PLAN" NOTES — INCLUDE ONLY IF APPLICABLE [CIP]

WALK REMOVED 'AS PER PLAN’

The existing sidewalk shall be removed in accordance with the proposed sidewalk details.

Removal shall be in conformance with CMSC Section 202. Reference the plans for

locations. Thicknesses of existing walks vary from 4” to 8”. No separate payment shall

be made for removal of the various thicknesses of the walks encountered. Any saw

cutting necessary to remove sidewalks shall be included. Payment shall be per square
Font Style: RomGnD\ foot and shall include all necessary tools, labor, and materials.

City of Columbus
Department of Public Service
Traffic Management

1820 East 17th Avenue
Columbus, Ohio 43219
Office: (614) 645-7393

City of Columbus

Support Services Division—Communications
4211 Groves Road

Columbus, OH 43232
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Underline R R
PAVEMENT PLANING "AS PER PLAN

Under this item, asphalt shall be milled from designated streets to a minimum 1” depth
(typical 1.5"), or as indicated within these plans. Planing depths indicated may be
adjusted in the field at the engineer’s discretion. Increased or decreased pavement
planing thickness shall be performed at no additional cost. All street planing shall

The following utilities may be located within the work limits of this project and do not
subscribe to a registered underground protection service:

Firm: xxxxx maintain the existing crown. If the crown is removed as a result of the contractor’s
Afidres§: XXXX error or without the engineer’s prior approval, no additional asphalt above the plan
City, Zip code quantity for each sheet shall be paid.

Telephone:  (xxx) XXX—XXXX
Font Style: RomanS

Text Height: 0.10 The contractor shall locate all existing loop detectors prior to planing. In the event a

lead—in cable is damaged, the contractor shall repair. No separate payment shall be
made for loop detector repairs. If loops are damaged, the loop needs replaced and not
repaired.

EMERGENCY PROVISIONS
The contractor shall provide to the City of Columbus project representative a list of 24
hour emergency telephone numbers (in writing) prior to the start of construction.

"ITEM SPECIAL’ NOTES — INCLUDE ONLY IF APPLICABLE
[CIP]OR [PRIV DEV]

ITEM SPECIAL: BRICKS REMOVED, SALVAGED AND DELIVERED (SY)

Removal: carefully remove all bricks as indicated for removal without unnecessary damage
and cleaned for re—use. Include the removal and disposal of the sand setting bed.
Salvage: stack all undamaged and cleaned bricks on pallets and securely wrap, fasten or
box in pallets. Stack bricks no more than eight (8) layers high.

Delivery: transport all salvaged bricks to the City of Columbus Department of Public
Service 25th Ave. Maintenance yard. Contractor shall call

The Maintenance Yard Manager at (614) 645—-8120 at least two weeks in advance to
make arrangements for delivery. Payment for this work shall be made after the
undamaged brick has been delivered. Include in the cost all work required to remove,
clean, salvage, and deliver brick as bid price for Item Special—Bricks Removed, Salvaged
and Delivered (SY).

SECURING EXCAVATIONS & TRENCHES FOR NON-WORKING HOURS

Excavations and trenches over 24 inches deep shall be securely plated or backfilled
during non—working hours.

CONSTRUCTION LIMITS

The construction limits shown on these plans are for physical construction only. The
installation and operation of all temporary traffic control and temporary traffic control
devices required by these plans shall be provided by the contractor whether inside or
outside of these construction limits.

MISCELLANEOUS WORK ITEMS

The contractor shall perform all items of work called for on the plans, for which no
specific method of payment is provided. The cost of these items shall be included in the
various unit prices bid for the project improvement.

BENCHMARKS AND SURVEY MONUMENTS
Do not disturb any Franklin County Certified Benchmarks (vertical and/or horizontal)
located within the working limits of the project. Contractor shall contact the Franklin

County Survey Department (614) 525-3026, prior to construction, to coordinate the
proper procedures for the resetting, relocation, or replacement of any Franklin County
Certified Benchmark or Survey Monument.

PLAN NOTES — INCLUDE ONLY IF APPLICABLE [CIP]

SAW CUTTING IS INCLUDED

The cost of saw cutting for the removal of pavement, curb, walks, etc. shall be included
in the contract price for item 202 work items. Saw cutting is required to provide smooth
straight edges for removal purposes.

ITEM SPECIAL: STONE CURB TO BE REMOVED AND SALVAGED

The contractor shall remove, salvage, and deliver to the City of Columbus the stone
(sandstone, granite) curbing from the existing streets as directed by the plan. The curb
sections shown on the plans to be salvaged shall be carefully removed without necessary
damage and cleaned for re—use. Straight curb sections to be salvaged shall be at least
four feet in length. Curved sections of any length shall be salvaged. All cleaned curb
sections shall be stacked (no more than four high) and securely fastened or boxed onto
pallets.

When the curbing has been secured onto pallets, the contractor shall transport it to the
City of Columbus, Department of Public Service — 25th Ave. Street Maintenance Yard.
The contractor shall call the Maintenance Yard Manager @ (614) 645—8120 at least two
weeks in advance to make arrangements for delivery. Payment for this work shall be

NEW CURB RADIUS made after the curbing has been delivered to the 25th Ave Maintenance Yard.

Intersection corners or horizontal curves shall match the existing radius unless noted

otherwise. The cost for all work required to remove, clean, salvage, and deliver curbing shall be

included in the unit bid price for item special — curb removed for storage — L.F.

COTA—_ SIGNS AND/OR BUS STOPS
Prior to construction the contractor shall contact Senior Service Planner of the Central

Ohio Transit Authority (COTA) @ ph— (614) 308—4373 or fax— (614) 275-5933 to
coordinate proper bus movements through or around the job site during the project. This
will include, but not be limited to, the temporary relocation or removal of COTA signs
and/or bus stop locations.

ASPHALT CONCRETE PATCHING

This item is to be used as directed by the engineer, wherever and whenever it becomes
necessary, in the opinion of the engineer, to alleviate hazardous situations, such as
manhole castings, valve castings, and other hazardous conditions that may exist. Each
separate and distinct area which requires this item will be paid as Item special —
asphalt concrete patching — CY.

INCLUDE PROJECT SPECIFIC NOTES FOR PLANS AS APPLICABLE

A project specific note is a 'custom’ note that is unique to each individual plan. It is

typically used to convey information and/or detail concerning work associated with the
project.

EXAMPLE:

SOILS INVESTIGATION

Geotechnical reports have been prepared for this project. Copies of these reports may be
obtained from the division of design and construction.

INCLUDE OTHER AGENCY NOTES FOR PLANS AS APPLICABLE

All Quantity Acronyms are to be in ALL CAPS

DESIGNER NOTE:

THE NOTES SHOWN ON THIS PLAN SHEET ARE NOT A FULL COMPILATION OF
NOTES REQUIRED FOR A PROJECT. THE INTENT OF THIS SHEET IS FOR
GENERAL FORMATTING ONLY. IN ADDITION, THE CONSULTANT SHALL
ORGANIZE UTILITY, STREET, STORM, WATER, ETC. NOTES AS GENERALLY
SHOWN. CONTENT SHOULD NOT BE COPIED FROM THIS SAMPLE PLAN. THE
MOST CURRENT COLUMBUS PLAN NOTES ARE AVAILABLE AT
HTTPS://WWW.COLUMBUS.GOV/PUBLICSERVICE/DESIGN-AND-CONSTRUCTION/
DOCUMENT-LIBRARY/

DESIGNER NOTE:

THE NOTES SHOWN ON THIS PLAN SHEET CAN BE ORGANIZED INTO 3 OR 4
COLUMNS AT THE DESIGNER'S DISCRETION. THE NUMBER OF COLUMNS
SHOULD BE CONSISTENT THROUGHOUT ALL PLAN SHEETS PROVIDED.

DESIGNER NOTE:

AN 'AS PER PLAN'ITEM IS A STANDARD PAY ITEM WHOSE REQUIREMENTS
NEED TO BE MODIFIED FROM THAT WHICH IS DEFINED IN THE CMSC OR
SUPPLEMENTAL SPECIFICATIONS. EACH 'AS PER PLAN' ITEM SHALL HAVE A
CORRESPONDING PLAN NOTE(S) OR PLAN DETAIL(S) OR COMBINATION.
CLEARLY SPECIFY THE DEVIATIONS FROM THE STANDARD ITEM IF AN ITEM IS
‘AS PER PLAN.' THE 'AS PER PLAN' TEXT SHALL BE INSERTED AT THE END OF
THE ITEM DESCRIPTION.

A 'SPECIAL' ITEM IS AN ITEM THAT DOES NOT EXIST IN THE STANDARD
DRAWINGS, THE CMSC, OR SUPPLEMENTAL SPECIFICATIONS. IT SHALL BE
CREATED BY MEANS OF CORRESPONDING PLAN NOTES, PLAN DETAILS, OR A
COMBINATION THEREOF WHICH CLEARLY SPECIFIES ALL ASPECTS OF THE
ITEM. IF AN ITEM IS A 'SPECIAL' THE WORD 'SPECIAL' SHALL BE INSERTED IN
THE ITEM COLUMN.

ALL SPECIAL AND AS PER PLAN ITEMS IN THE PLANS SHALL HAVE AN
ACCOMPANYING NOTE IN THIS SECTION.

DESIGNER NOTE:
TEXT FONT SHALL BE ROMANS AND TEXT HEIGHT SHALL BE 0.10" UNLESS
OTHERWISE NOTED.
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